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NOTES:

— 1. ALL CONCRETE SHALL HAVE A MINIMUM
COMPRESSIVE STRENGTH OF 3000 PSI @ 28 DAYS.
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2. REINFORCING STEEL SHALL CONFORM TO THE
REQUIREMENTS OF ASTM A615 (GRADE 60).
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3. TOTAL CONCRETE = 13.4 CUBIC YARDS.
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g | 4. FOUNDATION DESIGN BASED UFPON ASSUMED
@ SOIL PARAMETERS AS FOLLOWS:
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’ ) N ALLOW BEARING PRESSURE: 2000 PSF
5'-327/32 < UNIT SOIL WEIGHT: 100 PCF
! ! WATER AND ROCK LOCATED BELOW FOOTING
¢ LHcs ,
- 47_9” - 4’_9” _
ANCHOR BOLTS BY AMERICAN TOWER,
B 9'—6" N 7/8"% x 3'—6” MIN EMBEDMENT INTO
CONCRETE. 180" END HOOK PER ACI.
PlLAN SEE DRAWINGS BY AMERICAN TOWER FOR
— ANCHOR BOLT ORIENTATION.
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FOOTING MUST BEAR ON
UNDISTURBED SOIL OR AMERICAN TOWER COMPANY
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